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"TO: Mr. H. R. Homer, Indpls., IncL.' 'OFFICE: St. Louis Pp.rk, Llihn, 

"o»«= H. L. Danz rOATE: June 30, 1938 •* . - " 

•UBJECT: STILLB-OTMBSR ONE BATTEPY-PIRE AND EXPLOSION. 

Complying with your letter of June Slot, We are sending you 
herewith reporte on coMition of stills of first tattery No, 1-2-3-4, 

The last reports we suhmitted on the condition of these stills 
was In February this yeer, and we indicated at that time the life of 
this battery was oractlcally exhausted. The welfled Joints were open­
ing un continuously. No, 1 still has been reweldcd in eighteen 
places as indicated by the report. The length of welds being from 
5" to 24" long. The bottom is very distorted, end we believe it safe 
to say that even if the explosion hsd not occurred we were ver:' near, 
if not already at the point, \Aere it would be a definite hazard to 
continue the use of this still. Referring to the report you will note 
No, 1 still had 404 coking runs before the new bottom was welded on 
in-1935, since then 376 coking rune have been made or a total of 780 
runs. The brick-work surrounding this still is in a dilapidated 
condition. 

The report covering Still No, 2 reveals 6 reweldel places in the 
Joints and two cracks which onened up during the fire. This still has 
not given as much trouble from seams opening as No. 1 still, Kov/ever, 
the general condition is much the same as No. 1, Before the nerr 
bottom was welded on in 1935, 394 coking runs had been made, sice then 
361 coking runs have been added or a total of 755 coking runs. The 
brick-work of this setting is in very poor shape. 

Still No, 3 suffered the worst In the recent fire. The ucst 
dsmaglng explosion occurred in this still, notations on the reoort 
covering'this still indicate it is oractically destroyed. Tliis still 
had 418 coking runs before the new bottom was welded on in 1935, since 
then 352 nuis were made, or a total of 770 coking runs. 

Referring to the report on No, 4 still, vfe find 7 places rewelded 
6" to 48" long, and 4 cracks which opened up during the explosion. 
The general condition of this still and setting is much the same as 
the first three stills of this battexy covered by this report. No, 4 
still had 427 coking runs up to 1935 ^en the nevr bottom wae installed 
and 349 runs since or a tot^ of 776 coking runs. 

In our opinion the limit has been reached in the life of this 
battezy of stills, and any atteiiq;)t to rebuild them for continued use 
would be 8 mistake. 

ISr. UcLellan will write the home office in e few desys vhen add­
itional information will be available. 

Yours vei^' truly, ! • . • 
HLD:LK ( 
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